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LAND CLEARING

Hydraulic Driven Heads

MULCHERS FOR SPECIAL 
VEHICLES

Engine
(hp)

Flow rate
(L/min)

Pressure
(bar)

Working width
(mm)

Total width
(mm)

Weight
(kg)

Max shredding Ø
(mm)

140/U/PM 150-220 130-210 250-400 1407-2307 1751-2651 1560-1900 250

200/U/PM 180-300 150-360 250-415 2064-2304 2464-2704 2960-3120 350

300/U/PM 300-450 370-510 250-415 2304-2544 2784-3024 3850-4410 400

500/U/PM 400-600 370-750 250-400 2320-2560 2860-3100 4710-5200 500

TILLERS
FOR SPECIAL VEHICLES

Engine
(hp)

Flow rate
(L/min)

Pressure
(bar)

Working width
(mm)

Total width
(mm)

Weight
(kg)

Max working
depth / shredding 

Ø
(mm)

200/S/PM 250-300 355-410 320-400 2320-2560 2662-2902 3162-3400 300

300/S/PM 250-400 500-660 320-400 2320-2560 2670-2910 3520-3770 400/500

MULCHERS 
FOR EXCAVATORS

Excavator weight
(t)

Flow rate
(L/min)

Pressure
(bar)

Working width
(mm)

Weight
(kg)

Max shredding Ø
(mm)

BL0/EX 2-5 50-90 180-250 560-1000 213-330 80

BL1/EX 5-7,5 60-140 180-350 800 385-390 120

BL2/EX 8-14 100-140 180-350 1000-1240 570-625 150

BL2/S/EX 11-16 100-180 180-350 1342 1040 150

BL3/EX 14-20 120-210 180-350 1342-1582 1295-1370 200

BL4/EX 18-25 145-300 220-350 1347-1587 1580-1685 300

BL5/EX 24-36 180-300 240-350 1584 2375 400

PML/EX 2-7,5 25-90 180-250 712-1496 210-340 40-50

PMM/EX 6-13 55-145 180-350 1060-1540 520-680 80

DML/HY 5-13 50-200 180-350 800-1240 415-520 120

UML/HY 9-15 90-170 180-350 1102-1582 925-1100 150

UML/EX 14-20 130-210 220-350 1102-1582 1090-1280 200

UML/S/EX 18-25 145-300 220-350 1347-1587 1450-1550 300

UMM/EX 20-36 130-300 240-350 1344-1584 1990-2200 300-400

UMM/S/EX 25-40 250-450 250-400 1584 2300 400

UML/HY/RW 6-10 90-180 220-350 1342-1582 680-750 120

FML/HY/RW 6-10 65-165 220-250 1342-1582 550-590 120

RQL/HY 10-15 90-200 180-350 1240-1720 560-670 150

HYDRAULIC DRIVEN HEADS

STUMP CUTTERS FOR 
EXCAVATORS

Excavator weight
(t)

Flow rate
(L/min)

Pressure
(bar)

Total width
(mm)

Weight
(kg)

Rotor Ø
(mm)

SCL/HY 4-7,5 50-105 180-350 647 460 570

SCL/EX 7-15 105-170 180-350 902 755 660

SCM/EX 14-24 130-185 220-350 780 1100 815

STUMP CUTTERS FOR 
SKID STEERS

Engine
(hp)

Flow rate
(L/min)

Pressure
(bar)

Working width
(mm)

Total width
(mm)

Weight
(kg)

Max working 
depht (mm)

SCL/SSL 75-120 120-150 180-350 950 1165 450 500

MULCHERS FOR SKID 
STEERS

Engine
(hp)

Flow rate
(L/min)

Pressure
(bar)

Working width
(mm)

Total width
(mm)

Weight
(kg)

Max shredding Ø
(mm)

BL1/SSL 45-65 50-100 180-350 1240-1480 1476-1716 570-660 100

PMM/SSL 65-100 56-125 180-250 1780-2020 2000-2180 850-910 80

DML/SSL 50-75 60-125 180-350 1480-1720 1732-1972 730-840 120

BL4/SSL 90-135 120-200 240-350 1582-2062 1892-2372 1240-1480 300

UML/SSL 75-135 115-200 200-350 1582-1822 1880-2120 1300-1400 200

STUMP CUTTERS
FOR SPECIAL VEHICLES

Engine
(hp)

Flow rate
(L/min)

Pressure
(bar)

Working width
(mm)

Weight
(kg)

Max working
depth / shredding Ø

(mm)

300/SC/PM 250-300 300-370 350-400 1450 2100 1000/500

MULTITASKS
FOR SPECIAL VEHICLES

Engine
(hp)

Flow rate
(L/min)

Pressure
(bar)

Working width
(mm)

Total width
(mm)

Weight
(kg)

Max shredding 
stones / trees / 
stumps Ø (mm)

SFM/PM 300-450 350-390 350-400 2310-2550 2620-2860 4100-4400 200/350/450

SFH/PM 350-450 470-530 350-415 2320-2560 2710-2950 5600-5900 350/450/550
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The data refers to the minimum and maximum values ​​of the product ranges. 
Refer to the technical table of the specific model for more details.



HYDRAULIC DRIVEN HEADS

FAE offers a wide range of hydraulic driven heads for skid steer loaders, excavators 
and special hydraulic transmission vehicles. The product range includes mulchers, 

stump cutters, tillers and multitask heads that can be used for a variety of tasks such as     
mulching, shredding and crushing.

50-185 L/min4-24 t

STUMP CUTTERS FOR 
EXCAVATORS

For milling buried stumps of all sizes.

120-150 L/min75-120 hp

STUMP CUTTERS FOR 
SKID STEERS

For milling buried stumps of all sizes.

A range of heads for special vehicles. 
Forestry mulchers, forestry tillers, 
stump cutters and multitasks heads.

Ø 20-50 cm150-600 hp

Depth 100 cm max

HEADS FOR SPECIAL VEHICLES

LEARN MORE 
ABOUT THE 

LAND CLEARING 
HYDRAULIC 

RANGE

50-200 L/min

Ø 8-30 cm

45-135 hp

MULCHERS FOR SKID STEERS

For mulching trees, branches and 
vegetation, exposed stumps, underbrush, 
bushes and agricultural debris.

Ø 4-40 cm

2-40 t

MULCHERS FOR 
EXCAVATORS

25-450 L/min

For mulching trees, branches and 
vegetation, exposed stumps, 
underbrush, bushes and agricultural 
debris.

Sonic

Sonic


