About Us

Xuzhou Rainbow Machinery Equipment Co., Ltd. is located in
Xuzhou, China's core construction machinery base. Founded in 2011
with over 15 years of production experience, the company is a
professional OEM/ODM manufacturer specializing in the R&D, mrmemts
production, and sales of excavator attachments, loader attachments, and
skid steer loader attachments.

Our facilities cover a total area of 10,000 square meters, equipped with
laser cutting machines, plate rolling machines, bending machines,
boring machines, machining centers, and five robotic welding lines. The
monthly production capacity reaches 30 containers, with an annual [ff
export value exceeding USD 7 million.

We have an experienced team of engineers and technicians who can
customize products according to customer requirements and
international standards. Every exported product undergoes strict quality
inspection, and we provide comprehensive after-sales service. Over the
years, relying on reliable product quality and high cost-effectiveness,
the company has earned the trust and support of its customers. Our
products are exported to dozens of countries and regions, including
Europe, Australia, Russia, and the Americas, and are highly recognized
by customers worldwide.
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ADVANTAGES

Dimensional tolerance

+—2 mm

Fit for Large-Volume Orders

Stable Mass Production Capacity
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Skeleton Bucket

Machine Weight (T) Width Range (mm) Capacity ISO (L)

S Series Granding Bucket

Bucket Weight Range (kg) Pin Diameter (mm)

700 - 1000 40 - 100 40 - 75
S40 1-6T 900 - 1300 90 - 300 70 - 195 30-45
S45 5-12T 1300 - 1524 300 - 450 210 -365 45-60
S50 5-13T 1219 - 1524 340 - 550 250 - 415 45-60
S60 11-20 T 1219 - 1829 410 - 1020 358 -970 60-80
S70 15-26 T 1524 - 1900 730 - 1280 710 - 1190 60-80
S80 25-43 T 1300 - 2000 1100 - 1530 1140 - 1600 70-110

Machine Weight (T) Width Range (mm) Capacity ISO (L)

S Series Standard Digging Bucket

Bucket Weight Range (kg) Pin Diameter (mm)

530 1-4T 400 - 1000 30-100 30-75 25-35
540 1-6 T 900 - 1300 90 - 300 70 - 195 30-45
545 5-12T 1300 - 1524 300 - 450 210 - 365 45-60
S50 5-13T 1219 - 1524 340 - 550 250 - 415 45-60
560 11-20 T 1219 - 1829 410 - 1020 358 -970 60-80
S70 15-26 T 1524 - 1900 730 - 1280 710- 1190 60-80
580 25-43T 1300 - 2000 1100 - 1530 1140 - 1600 70-110

S Series Skeleton Bucket

Machine Weight (T) Width Range (mm) Capacity (L) Bucket Weight Range (kg) Sorting Gap (mm)
S30 12T 500 60 50 41
S40 3-5T 600 130 85 41
S45 5-12T 1000 370 300 63
S50 5-12T 800 - 1000 160 - 370 170 - 300 63
S60 12-20 T 1300 620 530 63
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MS Series Product Parameters

The MS Series is a professional quick coupler connection standard for excavators, originally developed by a leading German
manufacturer. Featuring an asymmetric single-pin design, this system is specifically engineered for small to medium-sized

excavators, serving as a cost-effective complement to the S Series standard.

Model Machine Weight Pin Center Bracket Width Inner Width Pin Diameter Coupler Weight Bucket Width Bucket Capacity Bucket Weight
(ton) Distance (mm) (mm) (mm) (mm) (kg) (mm) (m?3/L) (kg)

MSO01 0.7-2T 90 95 100 25 20 200-600 0.05-0.25 m? 30-120
MSO03 2-6T 215 136 140 40 30-40 300-800 0.15-0.6 m? 100-350
MS08 6-12T 300 290 300 60 75 800-1600 0.5-1.2 m? 300-600
MS10 10-19T 475 550 560 60 120-150 1000-1800 0.8-1.5 m? 400-700
MS21 18-28T 475 550 560 60 180-220 1200-2000 1.0-2.0 m? 500-800
MS25 26-40T 500 600 610 65 250-300 1200-2200 1.2-2.5m? 900-1300

www.rbucket.com
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CW Series Product Specifications

Machine Weight  Pin Center Distance =~ Bracket Width Inner Width (mm) Pin Diameter Bucket Width Bucket Capacity Bucket Weight
(ton) (mm) (mm) (mm) (mm) (m*/L) (kg)

CWO05 3-4T 200 175 180 40 200-600 0.05-0.25 m? 30-120
CwWI10 49T 300 310 320 50 400-1200 0.15-0.6 m? 100-350
CwW20 10-15T 475 550 560 60 800-1600 0.5-1.2 m? 300-600
CW20S 10-15T 475 420 430 60 800-1400 0.4-1.0 m? 280-550
CW30 15-21T 475 550 560 60 1000-1800 0.8-1.5 m? 400-700
CW30S 15-21T 475 420 430 60 1000-1600 0.7-1.3 m? 380-650
CwW40 20-30T 475 550 560 60 1200-2000 1.0-2.0 m? 500-800
CW40S 20-30T 475 420 430 60 1200-1800 0.9-1.8 m? 480-750
CW45S 25-35T 500 450 460 65 1000-1600 1.2-1.6 m? 900-1300
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Special Featured Products

Bobcat X-Change Attach

|

Tonnage Excavator model Width of Ear(MM)
2T KX041 KX018 U17 171
3T U25 U027 190
AT KX040/KX71/ KX91/KX121/KX033/U35 222
6T Kubota U55 KX057 KX191 235
8T KX080 313

|

Tonnage Excavator model Width of Ear(MM)
2T John Deere 17G 17P 170
4T John Deere 26G 27C 35C 35G 202
6T John Deere 50D 50G 60D 60G 231

|

Tonnage

Excavator model

Width of Ear(MM)

3T/6T

Bobcat xchange

210
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Bucket Series

Digging Bucket Parameters Rock Bucket Parameters Skeleton Bucket/Sieve Bucket/Riddle Bucket
Product With(inch) Pin(mm) Unit Weight(kg) Tonnage (T) — Vol 3 Rock Bucket Parameters
— L ) Weight(kg) Tonne| o ith(mm) | Mark | Pin (mm)| Weight(Kg)
3T Digging bucket 12" 35/40mm 58 1145 (T) g g
18" 70 1200 1.09 3
24" 83 1194 345,E 1200 With Tooth 40 185
30" 92 1300 1.20
L 05 1242 5T 1200 |With Tooth| 45 230
— . 1400 1.32
5T Digging bucket 12 45mm 94 1290 8T 1500 With Tooth 50 435
18" 112 19-26T 1500 1.44
24" 132 1440 13T 1200 With Tooth 65 580
" 1300 1.27 .
30 12 13T 1500 |With Tooth| 65 690
36" 170 1400 o 1500
8T Digging bucket }z 20mm ;‘(5) ' 1558 13T 1700 With Tooth 65 730
1500 1.54
24" 240 T 20T 1800 With Tooth 80 1280
" 275 1 iL
ig.. 7 oo o 708 25T 1800 | With Tooth | 80 1300
13T Digging bucket 12" 65mm 360 Zi=il 1700 181 = 30T 1900 | With Tooth| 90 2250
13" 385 )
24 400 1700 215 T 30T 2040  [WithTooth| 90 1964
36" 500 . 2258 35T
42" 550 38-47T 1900 2.52 AT 1000 R 40 115
48" 597 1800 2.53 2038 3.5T-
20T Digging bucket ién 80mm gz " " 2728 AT 1200 With BOE 40 165
24" 555 ' 2318 5T 1200 With BOE 45 220
30" 620 2000 2.90
36" 684 » o 2955 8T 1500 With BOE 50 415
48" 812 00 3. — 4T | 1700 | wingor | 65 675
60" 940 _
48-55T 2200 327 20T 1800 With BOE 20 1170

/]

/i

S m—
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Bucket Series Rake Bucket Parameters
Pin Diameter . . Connection
oeer® | m | PO pimenionstm)
. - * %
Tt Bucket Parameters R R e
Excavator Weight Width (mm) | Capacity (m®) | Weight (kg) s
1200 0.18 176 3-4.5T 35 1200 162 38*145*213
24T 1500 0.22 198 , 5-6.5T 45 1200 200 45%170*230
L 6T 1200 0.22 220 N 5-6.5T 45 1500 240 45*150*230
B 1500 0.28 280 \ A 7-8.5T 50 1500 280 45*170*230
6-11T 1500 0.36 428 : 12-14T 65 1600 750 65*%270%380
1800 0.44 478 12-14T 65 1800 530 65/255/385
11-14 T 1500 0.55 785 20T 80 2100 850 80/310/460
2000 0.64 848
1418 T D 2 2
1800 0'80 753 Mud Bucket Parameters
1800 131 923 3T Ditching bucket 48" with bolt on blade 113
25-9T 2100 1.22 919 48" without bolt on 90
blade
5T Ditching bucket 60" with bolt on blade] 193
V-Bucket Product Parameters 60" without bolt on 186
blade
Applicable Excavator Ton (T) Width & Angle Weight (kg) 8T Ditching bucket 7om with bolt on blade 305
1 3-1.8T 60° 200mm 46 72" without bolt on 265
U 52°  200mm 46 blade
60° 250mm 58 13T Ditching bucket 72" with bolt on blade 469
1.9--2.8T 5 " .
52° 250mm 58 72 without bolt on
400
2.9-4T 60° 300mm 84 blade
4.1--55T 60° 300mm 136 20T Ditching bucket 84" with bolt on blade 1120
56--7.5T 60°  300mm 194 84" without bolt on 1055
5.6--7.5T 52° 300mm 186 blade
7 6--10T 60° 300mm 787 35T Ditching bucket 96" with bolt on blade 2150
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A . 0 ' 0
Auger Drive Unit Technical Parameter Table
Parameter Unit RB 2000 RB2500 RB3500 RB4500 RB5000 RB5500 RB7000 RB8000 RB12000 RB15000 RB 20000
Applicable Weight T 1-2.5 1.5-3 2.5-4.5 3-5 4.5-7 5-7 7-10 8-12 13-17 13-17 13-20
Max Torque N.m <1871 <2432 <3614 <4499 <5056 <5910 <6931 <8152 <11976 <15046 <19560
Operating Pressure Bar 205 205 240 240 240 240 240 240 240 240 240
Operating Oil Flow 1/min 23-53 30-61 30-68 38-76 38-76 45-83 61-121 61-136 70-150 80-170 80-170
Rotation Speed Rpm 40-92 40-82 32-72 32-64 29-58 28-50 37-72 29-64 22-48 20-43 16-33
Oil Pipe Inch 1/2 1/2 1/2 1/2 1/2 1/2 3/4 3/4 1 1 1
Output Shaft mm D65 D65 D65 D65 75 75 75 75 75 75 75
Unit Weight Kg 54 54 71 71 108 108 112 115 167 167 270
Unit Height mm 595 595 700 700 780 780 850 850 930 930 1150
Unit Diameter mm 200 200 244 244 269 269 269 269 290 290 345
Connection Bracket Options Single-axis, Dual-axis, Dual-axis anti-swing connection bracket
Drill Rod Model mm S4 S4 S4 S4 S5 S5 S5 S5 S6 S6 S6
Drill Rod Length mm 1200 1200 1200 1200 1500 1500 1500 1500 1750 1750 1750
Drill Rod Diameter mm 100-400 100-500 100-750 100-900 150-600 150-750 150-900 150-900 150-900 150-1200 150-1200
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Sweeper Brush Series

Sweeper Brush Parameters

500*2400mm

=

No Dimensions: Width X Length (mm) Brush Quantity Total Product Weight (kg)
1 300*900mm 6 rows, total 18 brushes 87
2 450*900mm 8 rows, total 24 brushes 96
3 450*1200mm 8 rows, total 32 brushes 134
4 500*1200mm 10 rows, total 40 brushes 150
5 500*1500mm 10 rows, total 50 brushes 192
6 500*1800mm 10 rows, total 60 brushes 218
7 500*2100mm 10 rows, total 70 brushes 240
8 10 rows, total 80 brushes 270

Specialized Sweeping Brush for Forklift Applications

www.rbucket.com
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Hydraulic Grab

1

Hydraulic Grapple Parameters

Rock Grapple Parameters

No. Suitable Tonnage pin(mm) Connection Size (mm) Product Weight (kg)
1 1.7T 30 30*120*139 110
2 3T 40 40*140*172 170
3 4T 40 40*155*190 215
4 5T 45 45*175*250 295
5 5-6.5T 45 45*180*230 295
6 8T 60 60*205*300 420
7 14T 65 65*270*380 740
8 20T 80 1065
9 50T 110 3500

Model Unit RBG Mini RBG-02 RBG-04 RBG-06 RBG-08
Bar 250 300 350 350 350
Cylinder Liters/min 6-13 10-20 15-30 30-65 40-80
Safety valve N N N Y Y
Bar 250 100 100 140 140
360° Rotation Liters/min 6-9 8-12 8-12 12-20 12-20
Tr/min 10-15 10-15 10-15 10-15 10-15
Force N 10000 19000 25000 40000 50000
A mm 750 1180 1290 1710 1845
B mm 570 850 960 1245 1375
C mm 720 840 910 905 1000
D mm 730 850 930 1080 1100
L mm 330 460 550 800 900
Capacity L 77 105 147 395 470
Log Grapple Parameters
Model Unit RB100 RB120 RB140 RB170 RB200
Weight (without
Motor) Kg 69 82 139 260 365
Weight (with
Motor) Kg 89 107 169 312 435
Working Bar 210 210 210 210 210
Pressure
Maximum Load Kg 1500 2000 2000 3000 5000
Maximum KN 9.5 12 14 17 21
Clamping Force
Rotation Motor Model 30F 40F 50F 60F 100F
Qil Pipe inch 3/8 3/8 3/8 1/2 1/2

www.rbucket.com
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Ripper

Hydraulic Thumb

|

Ripper Parameters

Applicable Excavator Ton (T) Ripper Weight (kg) Pin Diameter (mm) Reference Connection Dimension
3T 40-60 40 40*172*140
5T 80-100 45 45%170%230
8T 120-140 50 50%220*310
14T 300-320 65 65%270*380
20T 430-460 80 80*350*460
30T 840-890 90 90*350*535
36T 900-930 100 100%425*585

Hydraulic Thumbs Parameters

|

Mechanical Thumbs Parameters

No Product type Model Tonnge(T) Weight(kg)
1 THK-100 1-2T 42
2 THK-200 2-4T 74
3 . THK-300 4-6T 125
4 Hydraulic thumb THK-400 7-10T 186
5 THK-500 12-16T 333
6 THK-600 18-25T 526

|

No Model Tonnge(T) Weight(kg)
1 TMK-100 1-2T 40
2 . TMK-200 2-4T 70
3 Mechanical thumb TMK-300 4-6T 120
4 TMK-400 7-10T 180

www.rbucket.com
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Excavator Compaction Wheel Parameters

The compaction wheel (also known as a padfoot/sheepfoot roller) is a high-performance excavator attachment designed to deliver efficient soil compaction, ideal
machine, sliminating the necd for additiona dedicated ralors and significandly improving job site productvity
No Product Description Connection Size(mm) Weight(kg)
1 4T Compaction Wheel 40*155*190 250
2 5T Compaction Wheel 45*165*250 325
3 8T Compaction Wheel 50*210*305 340
4 14T Compaction Wheel 65%270*380 643
5 25T Compaction Wheel 80*340*460 1340
6 30T Compaction Wheel 90*360*535 1700
9 36T compaction wheel 90*350*512 1700
10 50T compaction wheel 2200

Fork Attachments Parameters

Our heavy-duty fork attachments are engineered to convert excavators, skid steers, and wheel loaders into versatile material-handling workhorses. Built with
high-strength steel and precision welding, they deliver reliable performance across diverse lifting, loading, and transporting tasks. Widely used in construction
sites, farms, warehouses, ports, and logistics yards, they are ideal for handling pallets, building materials, hay bales, precast components, and bulk goods, greatly
improving operational efficiency.

Fork type Suitable excavator tonnage Fork load capacity Tine length Total Weight(kg)
3-5T 1.5T 1000mm 230
6-8T 2T 1200mm 330
9-12T 2.5T 1200mm 370
Excavator Fork 13T 2T 1200mm 350
13T 2.5T 1200mm 380
13T 3T 1500mm 400
. 1.5T 1200mm 210
Skid Steer Forks T 1200mm 270
5T 1.5T 1200mm 242
Loader floating Forks 8T 2T 1200mm 252
14-20T 2.5T 1200mm 394

www.rbucket.com
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Quick Hitch

Hydraulic Breaker

Double Lock Quick Hitch Parameters

Category Unit RB-00 RB-01 RB-02 RB-04 RB-06 RB-08 RB-08S RB-10 RB-14 RB-17 RB-20
Length mm 365-380 440-460 520-542 581-610 760 920-955 950-1000 965-1100 980-1120 1005-1150 1100-1200
Width mm 205-220 235-249 260-266 265-283 351-454 450-483 445-493 543-572 550-600 602-666 610-760
Height mm 260-270 260-270 315 318 400 512 515-540 585 550-600 560-615 620-750

Arm Open Width mm 85-120 125-140 145-200 165-200 220-260 305-335 325-410 345-410 385-440 380-480 500-650
Pins Center Distance mm 90-120 180-210 225-310 230-310 365-410 440-490 460-490 500-540 550-580 550-630 600-800
Pin Diameter mm 25-30 35-40 40-45 45-55 60-65 70-80 90 90-100 100-110 110-120 125-140
Cylinder Strok mm 90-120 180-210 200-300 300-350 340-440 420-510 450-530 460-560 510-580 500-650 600-700
Vemcgli::::cgemer mm | 185-190 185-190 200-210 205-220 240-255 300 320 350-370 370-380 370-380 370-380
Weight kg 25-40 35-64 50-75 80-110 170-210 350-390 370-410 410-520 550-750 550-750 1300-1500
Working Pressure bar 30-400 30-400 30-400 30-400 30-400 30-400 30-400 30-400 30-400 30-400 30-400
Necessary Flow lpm 10-20 10-20 10-20 10-20 10-20 10-20 10-20 10-20 10-20 10-20 10-20
Hydraulic Breaker Parameters
Mode Size(mm) Applicable Excavator(T) | Main Body Weight (kg) Total Weight (kg) Pres(:ll:::?l:igl;cgml) il flow range(L/min) Diameter of hose(inch) Diameter of chisel(mm) | Impact Frequency(bpm)

SB10 1288%240%275 0.8-2.5 55 113 90-120 15-30 1/2 40 800--1400

SB20 1327*260*295 1.2-3 67 125 90-120 20-30 1/2 45 700--1200

SB30 1413*350*305 2.5-4.5 85 154 90-120 25-50 12 53 600--1100

SB40 1656*328*486 4--7 152 339 110-140 40-70 1/2 68 500--900

SB43 1708*328*486 6--9 210 405 120-150 50-90 12 75 400--800

SB45 1810*370*525 7--14 325 629 130-160 50-90 1/2 85 400--800

SB50 2350*440*570 10--15 475 1003 150-170 80-110 12 100 350--700

SB60 2511*510*%615 15-18 715 1427 150-170 80-110 1 125 350--650

SB70 2644*543*680 18-26 865 1698 160-180 120-180 1 135 350--600

SB81 2789*575*710 18-26 948 1995 160-180 120-180 1 140 350--500

2789*575*710 18-26 200 160-180 120-180 1 140 350--500

Hydraulic Vibratory Rammer Parameters

Model Unit HVR-01 HVR-02 HVR-03 HVR-04 HVR-05
Suitable carrier ton 3-4 5-9 10-17 18-24 25-32
Impact force ton 3 4 6.5 15 15
Max.Number for Vibration rpm 2000 2000 2000 2000 2000
Oil flow 1/min 30-60 45-75 85-105 120~170 120~170
Pressure Kg/cm?2 100-130 110-140 150-170 160-180 160-180
Weight Kg 200 300 600 850 900
Impact size (LxW) mm 590*330 900*550 1160*700 1250%900 1250*900
Total height mm 435 730 900 1000 1050
Total width mm 442 550 700 900 900
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Loader Bucket Series

Products Name

Main Product Features

Model

MANITOU and JCB Telehandler
Bucket

Telehandler Bucket (for Manitou / JCB)

This bucket is specially designed as a matching attachment for Manitou and JCB telehandlers.

It is used for loading, transporting, stacking and hauling bulk materials including sand, gravel,
soil, grain, farm crops, construction waste and debris, widely applied in construction, agriculture,
landscaping and quarry projects.

It features standard mounting connections for quick, easy installation and replacement, fitting
perfectly with the host machines.

Dimensions and specifications can be customized according to customer requirements.

Made of high-strength wear-resistant steel plate, the bucket provides excellent structural stability,

strong resistance to abrasion and impact, ensuring long service life even under heavy-duty
working conditions.

MANITOU and JCB

Bucket Capacity (CBM) Width (inch) Weight(kg)
0.8 m? 90" 340Kg
I m? 90" 390kg
1.2 m? 90" 425kg
1.5m? 90" 480kg
25m? 90" 715kg

Products Name

Loader Bucket

Main Product Features
Loader Bucket:
As essential wheel loader attachment, it is widely used for scooping and transporting ore, gravel,
coal and construction waste in mining, construction and port projects. Perfectly compatible with
CAT, XCMG, LIUGONG and other mainstream loader brands.
Bucket dimensions can be customized as required; manufactured from high-strength wear-
resistant plates with reinforced whole structure, delivering outstanding wear & impact resistance

to sustain long-term heavy-load operation under severe conditions.

Bucket Capacity (CBM) Width (inch) Weight(kg)
3.6 m? 114" 2600kg
6 m 140" 2100kg

/
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Loader Bucket Series

Bucket Capacity

Products Name Main Product Features (CBM)

Width (inch) Weight(kg)

1.6 m® "
Grading Bucket: 6m 9 6d4ke
Mainly applied for ground leveling, site smoothing, ditch trimming and 17 m? 08" 663k
Grading Bucket material spreading in road construction, garden renovation and farmland Grading Bucket ) &
finishing. 5 "
Custom specifications are acceptable, built with high-strength wear- 18m 102 682kg
resistant plate to keep stable grading performance and good wear resistance. 1.9 m? 106" 701kg

q Bucket ity q e .
Products Name Main Product Features ue (eCISlf/[I;aﬂ Y Width (inch) Weight(kg)
0.4 m? 48" 215kg
0.45m? 55" 230kg
Skid Steer Bucket 3 "
5 60 245k,
General-purpose attachment for skid steer loaders to load dirt, sand and loose debris i =
Skid Steer Bucket for landscaping, farm and site cleanup jobs with replaceable bolt-on cutting edge. 0.55m3 66" 260kg
Product sizes are customizable; fabricated from high-strength wear-resistant steel for .
outstanding durability. 0.6 m’ 2 280ke
0.65 m? 78" 300kg
0.7 m? 84" 320kg

. Bucket Capacit . . q
Products Name Main Product Features " ( CBM[; 1y Width (inch) Weight(kg)
0.45 m? 55" 248kg
Skid Steer Skeleton Rock Bucket: 0.5 m? 60" 258kg
Grid-structured rock bucket screens fine soil out while keeping rocks and rubble
Skid steer skeleton rock bucket |inside, widely applied in rock sorting, site clearing and quarry material separation. 0.55m? 66" 285kg
Custom dimensions available; manufactured from high-strength wear-resistant "
material to withstand frequent harsh working conditions. 0.6 m’ 72 297kg
0.65 m? 78" 327kg
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Skid Steer Attachment Series

! i

Loader Fork
4in Bucket Enclosed Sweeper - ]

Bevel angle sweeperLoader

250

<

Loader Bucket with teeth Tree Digger

Our Skid Steer Attachment Series is specially engineered for skid steer loaders, suitable for construction, landscaping, industrial, and agricultural
operations.. It is widely applied to site cleaning, material handling, ground leveling, vegetation trimming, snow removal and small-scale earthwork,

<]

effectively improving operation efficiency for various on-site works.
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Farm / Agricultural Attachment Series

Our Farm/Agricultural Attachment Series is specially designed for agricultural & farmland operation scenarios, compatible with
excavators, skid steer loaders and other construction machinery. Ideal for land leveling, ditch digging, straw removal, orchard
finishing, farm road maintenance and various farmland improvement works, it effectively improves agricultural operation efficiency
and reduces manual labor intensity.

Agricultural Bucket

Loader Bucket Multifunctional Grab
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P Usage scenarios
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