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WIDELY USED FOR TIMBER POSTS, METAL POSTS, WOODEN POSTS,
STEEL PIPES, TENT STAKES, PLANT GROWING, MARINE&WATERFRONT,
SOLAR PANEL MOUNTING, AND LIGHT CONSTRUCTION WORKS.

PROFESSIONAL
POST DRIVER SERIES
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Post drivers

HONDA

POST DRIVER REGULAR SERIES

WV F J F rrofessional Post driver Series

Model

Art no

Engine model

VPD-52

1811052
Powered By HONDA GX35 ENGINE

Engine type 4-Stroke,OHC,single cylinder
Max power 1.3 hp (1.0 kw) at 7,000 rpm A powerful and portable commercial duty post driver, powered by a Honda GX35 engine.
Oil capacity 3.4 US 0z(100 cc) For steel barrel accommodates upto 1 7" diameter post, pipe, rod, or stakes.

Fuel tank capacity

Fitting range

Impact frequency

Engine model

0.65L
1~51mm Stake

1,720 beats-per-minute(max)

Powered By HONDA GX35 ENGINE

Engine type 4-Stroke, OHC, single cylinder
Max power 1.3 hp (1.0 kw) at 7,000 rpm
Oil capacity 3.4 US oz (100 cc)

Fuel tank capacity
Fitting range
Impact frequency

Impact force

N.W.

0.65L

1~51mm Stake

1,720 beats-per-minute(max)
11000N

15.8kg

™ Honda GX35 Engine

V) 2" barrel

¥ Accepts posts from 1/2" to 1-7/8" in diameter
W 1" adapter sleeve included for 3/4" to 1" posts

(v) 1720 BPM

www.vleadertools.com

REDUCE SLEEVES

Impact force 11000N

N.W. 15.2kg

Model VPD-52X Standard handle Extension handle
Art no 1812052

ADAPTERS ALLOW YOUR STAKE DRIVER TO FIT STAKES OF DIFFERENT SIZES

1/2”

1%

3/4!'!' 1I'l

1.625"
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POST DRIVER MASTER SERIES ; ‘“’*‘* ¢ _ . J
HONDA ri & ¥ Professional Post driver Series

A powerful and portable master series post driver, powered by a Honda GX35 engine.

" VPD-82XPM

For steel barrel accommodates up to 3 1/8" diameter post, pipe, rod, or stakes.

Standard handle

Specification
Model VPD-82 VPD-82X VPD-82XPM
Art no 1811082 1812082 1813082
Engine model Powered by Honda GX35 ENGINE Powered by Honda GX35 ENGINE Powered by Honda GX35 ENGINE
Engine type 4-Stroke, OHC, single cylinder 4-Stroke, OHC, single cylinder 4-Stroke, OHC, single cylinder
Max power 1.3 hp(1.0 kw) at 7,000 rpm 1.3 hp(1.0 kW) at 7,000 rpm 1.3 hp(1.0 kW) at 7,000 rpm
Oil capacity 3.4 US 0z(100 cc) 3.4 US 0z (100 cc) 3.4 US 0z (100 cc)
Fuel tank capacity 0.65L 0.65L 0.65L
Fitting range 1~82mm Stake 1~82mm Stake 1~82mm Stake
Impact frequency 1,720 beats-per-minute(max) 1,720 beats-per-minute(max) 1,720 beats-per-minute(max) REDUCE SLEEVES
Ll HOS00R 15000 HOS00R ADAPTERS ALLOW YOUR STAKE DRIVER TO FIT STAKES OF DIFFERENT SIZES
N.W. 18.2kg 18.8kg 18.8kg

3/4"

I'

™ Honda GX35 Engine
™ 3.25" barrel
¥ Accepts posts from 1/2" to 3-1/8" in diameter

) 2.25" adapter sleeve for less than 2.25" posts
™ 1720 BPM

www.vleadertools.com
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POST DRIVER BEAST SERIES
& ¥ ¥ Professional Post driver Series

Model

Art no

Engine model
Engine type

Max power

Oil capacity

Fuel tank capacity
Fitting range
Impact frequency
Impact force

N.W.

VPD-136X

Model

Art no

Engine model
Engine type

Max power

Oil capacity

Fuel tank capacity
Fitting range
Impact frequency
Impact force

N.W.

VPD-136

1811136

Powered By HONDA GX35/50 ENGINE
4-Stroke,OHC,single cylinder

1.3 hp (1.0 kw)/2.0hp (1.47kw) at 7,000 rpm
3.4 US 0z(100 cc)/4.4 US oz (130cc)
0.65L

1~136mm Stake

1,720 beats-per-minute(max)
11000N

15.2kg

VPD-136X

1812136

Powered By HONDA GX35/50 ENGINE
4-Stroke,OHC,single cylinder

1.3 hp (1.0 kw)/2.0hp (1.47kw) at 7,000 rpm
3.4 US 0z(100 cc)/4.4 US oz (130cc)

0.65L

1~136mm Stake

1,720 beats-per-minute(max)

11000N

15.2kg

™ Honda GX35/50 Engine
™ 5.35" barrel
¥ Accepts posts from 1/2" -5 1/8" in diameter

V) 1720 BPM

www.vleadertools.com

VPD-136/136X

The most powerful and portable heavy-duty post driver, powered by a Honda GX35/50 engine.

For steel barrel accommodates up to 5 1/8" diameter post, pipe, rod, or stakes.
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Extension handle

REDUCE SLEEVES (WORKS FOR BOTH VPD136 & VPD136X)

ADAPTERS WORK WITH NEW COMING 122MM CHUCK TUBE.
ONLY LOOSEN 3 BOLTS TO CHANGE FROM 136MM TO 122MM.

122Zmm-55mm

122Zmm-75mm

122mm-80mm

122mm-98mm
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AUTOMATICA GASOLINE POST PULLER

VAP-3000
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M3 as1T1{{-Ig8 VAP-3000

HONDA Automatica gasoline post puller is a versatile and efficient tool designed for the
quick and easy removal of posts in various applications.

Specification

Model VAP-3000

Art no 1913000

ENGINE MODEL Powered By HONDA GX35/50 ENGINE
ENGINE TYPE 4-Stroke, OHC, single cylinder

MAX POWER 1.3 hp(1.0 kw) /2.0hp (1.47kw) at 7,000 rpm
OIL CAPACITY 3.4 US 0z(100 cc)/4.4 US oz (130cc)
FUEL TANK CAPACITY 0.65L

SCOPE OF APPLICATION Any material of stake/ 1-85mm

SAFE ENDURANCESTRENGTH OF TRANSMISSION CHAIN 30000N

ULTIMATE TENSILE STRENGTH 65000N (Based on in-house testing)
PULLER POWER 300000N (Theoretical value)

N.W 60 kg

www.vleadertools.com
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EXTENSION HANDLES MOVING CART

COMPATIBLE WITH ALL X SERIES POST DRIVER

45 "

EXTENSION HANDLES

COMPATIBLE WITH ALL X SERIES POST DRIVER

TOP THROTTLE HANDLE KIT UPPER OR LOWER HANDLE KIT

www.vleadertools.com
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FUEL TANK GUARD POST CAPS

PROTECT FUEL TANK DAMAGED DURING WORKING

VLEADER FAN COVER

Thicker CARRY CASE

More reinforing rib

WHAT CAN BE PACKED IN

THE CARRY CASE?

ITEM NAME Qty

MAINDRWER 1
VLEADER FAN COVER H**DA FAN COVER [P

MEASUGINGBOTRE @0 1

ASKPTER 000 4

POST CAP 2.5"
FOR TENT STAKE

www.vleadertools.com



