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Ramming Pile Head
Impact :1050J /1350J

Impact Frequency: 450–950 bpm

Work Pressure: 130–150 bar

50 mm

Rotary Power Head
DTH Borehole Dia.: 90–400 mm

Max depth:120m

Screw Dia.: 0–400 mm

Max Screw depth: 30m

Screw Pile

HFPV-1M can ram H-type,U-type,C-type,O-type and other
types of piles.

不

上
3,0 mm
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HFPV-1M
光伏钻机 CE
HFPV-1M solar drilling rig,using a new type of hydraulic technology, is convenient for
hole transfer.The drilling machine structure is compact.The machine's hydraulic pressure
can be adjusted according to different soil textures,so as to achieve the appropriate impact
power for pile driving,it is a new type of pile driver.It can also achieve rotary drilling
such as DTH blasting drilling,auger drilling,etc., by changing the power head.HFPV-1M is
mainly used in pile driving for photovoltaic solar power stations, pile driving for highway
guardrails, etc.

HFPV-1M 光伏钻机
For ramming piles

冲击频率（次/分钟） 450-850
冲击能量 1300J
工作压力(bar) 130-150
单次推进长度(mm) 4200
最大打桩长度(mm) 6000

岩石地层潜孔锤钻进
钻孔直径(潜孔锤) 90-300 mm
钻孔深度 20—120m

土层螺旋钻进
螺旋钻孔直径 130-600 mm
钻孔深度 0-30m
回转转速 0-110r/min
扭矩 7000N ·m

发动机
93kW Cummins
Euro V 110kW Weichai

外形尺寸(长*宽*高)(mm) 6185*2100*2580
重量(kg) 7350
行走速度(km/h) 0--2.5

螺旋钻杆 H.O.U.C型钢桩
Spiral drill rod H.O.U.C shape steel pile

潜孔锤 液控行走阀

DTH Hydraulic-control walking valve

https://www.hanfagroup.comwww.hanfamachine.com


产品质量即是我们的生命。我们致力于打造高品质产品，为客户在竞争中提供强有力的支持。
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Phone: 0086-371-55019187 0086-371-55019184 0086 17739786040
Address:Room 602, Bui lding 7, E-commerce Industrial Park,

Dongqing Street,High-tech Zone,Zhengzhou,Henan,China.
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